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D E T  H A N D L A R OM F U N K T I O N 
O C H D E S I G N I  S A M S P E L

Funktion eller design – det ena utesluter inte det andra.

Ulefos designgaller är utvecklade med hög funktionalitet och med god design 

som är en naturlig del av produkten.

Därför passar Ulefos designgaller sig väl i offentliga rum, där det ställs höga krav 

på ett enhetligt arkitektoniskt koncept. 

I denna katalog finner du ett urval spännande designgaller för varje smak och stil. 

Det är också möjligt att skräddarsy sin egen design.
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Delivery time on request

VILLE NW 100

VILLE NW 150

VILLE NW 200

VILLE NW 300

VILLE design ductile cast iron grate
Nominal width 100 / 150 / 200 / 300,  cl. E600 per EN 1433

Item no. Product Locking system L/W/H in mm SW in mm

17010180 VILLE design ductile cast iron grate NW100 4-point fiX lock 500 / 122 / 20 7

17015180 VILLE design ductile cast iron grate NW150 4-point fiX lock 500 / 172 / 20 7

17020180 VILLE design ductile cast iron grate NW200 4-point fiX lock 500 / 222 / 20 7

17030180 VILLE design ductile cast iron grate NW300 4-point bolting 500 / 347 / 25 7

VILLE NB 100

VILLE NB 150

VILLE NB 200

VILLE NB 300
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Sustainable innovation.

The unusual contours of the VILLE design grate immediately 
catch the eye. Its circular openings have a quality that is at once 
geometric and organic, which lends an aesthetic completeness to 
a designer setting.  

Rounded contours, 
exceptional design.
VILLE

Heel-proof and wheel-
chair-compatible

Made of high-quality EN GJS 500-7 ductile cast iron, the grate is  
extremely robust and durable, and suitable for all FILCOTEN®  
systems. Functionality and design in perfect combination.

The geometric form of the circle was my 
inspiration for the design of VILLE. 
It represents uniqueness and perfection. «

Ulrich Groth  |  BG-Graspointner

»

4-point fiX lock 
NW 100, 150, 200
4-point bolting 
NW 300

Length-wise 
anti-shifting anchor

Anti-vandalism lock

Load class 
E 600 per EN 1433

Sustainable innovation.

The unusual contours of the VILLE design grate immediately 
catch the eye. Its circular openings have a quality that is at once 
geometric and organic, which lends an aesthetic completeness to 
a designer setting.  

Rounded contours, 
exceptional design.
VILLE

Heel-proof and wheel-
chair-compatible

Made of high-quality EN GJS 500-7 ductile cast iron, the grate is 
extremely robust and durable, and suitable for all FILCOTEN®  
systems. Functionality and design in perfect combination.

The geometric form of the circle was my 
inspiration for the design of VILLE. 
It represents uniqueness and perfection. «

Ulrich Groth  |  BG-Graspointner

»

4-point fiX lock
NW 100, 150, 200
4-point bolting
NW 300

Length-wise 
anti-shifting anchor

Anti-vandalism lock

Load class 
E 600 per EN 1433

Ville

Gallret är tillverkat av segjärn av hög kvalitet.

Den är extremt robust och hållbar – passar till alla Ulefos Filcoten system.

Funktion och design i perfekt kombination.

CIRKULÄRA FORMER

BELASTNINGSKLASS E600
EN 1433

HJUL -  OCH KLACKSÄKER

VANDALSÄKRING

4-PUNKTS f iX - LÅS
NB 100, 150, 200

4-PUNKTS BULTNING
NB 300

TAPPAR SOM HINDRAR 
SIDLEDES FÖRFLYTTNING
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RIVER NW 100

RIVER design ductile cast iron grate
Nominal width 100,  cl. D400 per EN 1433

Item no. Product Locking system L/W/H in mm SW in mm

RIVER design ductile cast iron grate NW100 4-point fiX lock 500 / 122 / 20 8

Delivery time on request

RIVER NB 100
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Sustainable innovation.

The RIVER product brings a naturally flowing design element to 
your project. The contours of this design grate lend both playfulness 
and symmetry to sculpted spaces. Being both highly effective and 
economical makes it even easier to go with the flow of River.

»

Manuel Knoblechner  |  BG-Graspointner

ductile cast iron 
EN GJS 500-7

Load class  
D400 per EN 1433

For FILCOTEN®  
drainage systems

Anti-vandalism lock

Length-wise  
anti-shifting anchor

4-point fiX lock
NW 100

Sustainable innovation.

The RIVER product brings a naturally flowing design element to 
your project. The contours of this design grate lend both playfulness 
and symmetry to sculpted spaces. Being both highly effective and 
economical makes it even easier to go with the flow of River.

Flowing shapes,  
drainage perfection.
RIVER

For me, the beauty of nature is quintessentially 
revealed in the harmonious flowing movements  
of a river – a  thought has taken form in reality  
in this grate.

»
«

Manuel Knoblechner  |  BG-Graspointner

ductile cast iron 
EN GJS 500-7

Load class  
D400 per EN 1433

For FILCOTEN®  
drainage systems

Anti-vandalism lock

Length-wise  
anti-shifting anchor

4-point fiX lock 
NW 100

River

River-gallret ger ett naturligt flytande designelement till ert projekt.

Passar väl till rum med skulptural prägel med sin symmetri och lekfullhet.

Ett effektivt prisvärt galler.

VÅGFORMAT

VANDALSÄKRING

SEGJÄRN
EN GJS 500-7

FÖR F I LCOTEN® 
DRÄNERINGSSYSTEM

BELASTNINGSKLASS D400
EN 1433

4-PUNKTS f iX - LÅS
NB 100

TAPPAR SOM HINDRAR 
SIDLEDES FÖRFLYTTNING
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KIARO 100

KIARO 150

KIARO 200

KIARO 300

KIARO design ductile cast iron grate
Nominal width 100 / 150 / 200 / 300,  cl. D400 per EN 1433

Item no. Product Locking system L/W/H in mm SW in mm

17010183 KIARO design ductile cast iron grate NW100 4-point fiX lock 500 / 122 / 20 7

17015183 KIARO design ductile cast iron grate NW150 4-point fiX lock 500 / 172 / 20 7

17020183 KIARO design ductile cast iron grate NW200 4-point fiX lock 500 / 222 / 20 7

17030183 KIARO design ductile cast iron grate NW300 4-point bolting 500 / 347 / 25 7

Delivery time on request

KIARO NB 100

KIARO NB 150

KIARO NB 200

KIARO NB 300



9

Sustainable innovation.

The straight path  
to tasteful design.
KIARO

Clarity and straight lines define the look of this design grate 
for our FILCOTEN® drainage systems. With a smooth surface 
and high-quality, solid look, this model fits in well in an elegantly 
unadorned setting. 

And looks do not deceive here, for KIARO is made of high-grade 
EN GJS 500-7 ductile cast iron. Superior design is united with functi-
onality in this grate, which has several practical features.
 

Anti-vandalism lock

4-point fiX lock 
NW 100, 150, 200
4-point bolting 
NW 300

Length-wise  
anti-shifting anchor

7 mm slot width, heel-proof and 
wheelchair-compatible

Load class 
D400 per EN 1433

Kiaro

Strama och raka linjer definierar utseendet på designgallret Kiaro som är väl  

anpassat för vårt Ulefos Filcoten system. Med en jämn ovansida som andas hög 

kvalitet, passar denna modell väl i en ren och stilsäker modern miljö.

STRAMA L INJER 

Sustainable innovation.

The straight path  
to tasteful design.
KIARO

Clarity and straight lines define the look of this design grate 
for our FILCOTEN® drainage systems. With a smooth surface 
and high-quality, solid look, this model fits in well in an elegantly 
unadorned setting. 

And looks do not deceive here, for KIARO is made of high-grade 
EN GJS 500-7 ductile cast iron. Superior design is united with functi-
onality in this grate, which has several practical features.

Anti-vandalism lock

4-point fiX lock
NW 100, 150, 200
4-point bolting
NW 300

Length-wise  
anti-shifting anchor

7 mm slot width, heel-proof and 
wheelchair-compatible

Load class 
D400 per EN 1433

   VANDALSÄKRING

TAPPAR SOM HINDRAR 
SIDLEDES FÖRFLYTTNING

4-PUNKTS f iX - LÅS
NB 100, 150, 200

4-PUNKTS BULTNING
NB 300

7 MM SPALTBREDD,  
HJUL -  OCH KLACKSÄKER

BELASTNINGSKLASS  
D400 EN 1433
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VIA 100

VIA 150

VIA 200

VIA 300

VIA design ductile cast iron grate
Nominal width 100 / 150 / 200 / 300,  cl. D400 per EN 1433

Item no. Product Locking system L/W/H in mm SW in mm

17010184 VIA design ductile cast iron grate NW100 4-point fiX lock 500 / 122 / 20 7

17015184 VIA design ductile cast iron grate NW150 4-point fiX lock 500 / 172 / 20 7

17020184 VIA design ductile cast iron grate NW200 4-point fiX lock 500 / 222 / 20 7

17030184 VIA design ductile cast iron grate NW300 4-point bolting 500 / 347 / 25 7

Delivery time on request

VIA NB 100

VIA NB 150

VIA NB 200

VIA NB 300
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Sustainable innovation.

Like its close relative, the KIARO model, the design grate VIA also 
possesses qualities of clarity and straight lines – but rotated by 90 
degrees. The VIA grate features longitudinal bars suitable for all 
FILCOTEN® drainage systems. Running length-wise rather than 

The path to 
stylishness.
VIA

Anti-vandalism lock

cross-wise, the bars trace the path, blending even more subtly into 
the environment. With a smooth surface and similarly made of EN 
GJS 500-7 ductile cast iron, this attractive and extremely robust 
model has a massive and high-quality look.

7 mm slot width, heel-proof and 
wheelchair-compatible

4-point fiX lock 
NW 100, 150, 200
4-point bolting 
NW 300

Length-wise 
anti-shifting anchor

Load class 
D400 per EN 1433

Via

I likhet med Kiaro, så har designgallret Via även strama och raka linjer – men  

stavarna går i längsriktningen. Via kompletterar Kiaro som ett bra alternativ i en ren och  

stilsäker modern miljö och passar alla Ulefos Filcoten system.

T IDLÖS OCH MODERN

Sustainable innovation.

Like its close relative, the KIARO model, the design grate VIA also 
possesses qualities of clarity and straight lines – but rotated by 90 
degrees. The VIA grate features longitudinal bars suitable for all 
FILCOTEN® drainage systems. Running length-wise rather than 

The path to 
stylishness.
VIA

Anti-vandalism lock

cross-wise, the bars trace the path, blending even more subtly into 
the environment. With a smooth surface and similarly made of EN 
GJS 500-7 ductile cast iron, this attractive and extremely robust 
model has a massive and high-quality look.

7 mm slot width, heel-proof and 
wheelchair-compatible

4-point fiX lock
NW 100, 150, 200
4-point bolting
NW 300

Length-wise 
anti-shifting anchor

Load class 
D400 per EN 1433

   VANDALSÄKRING

TAPPAR SOM HINDRAR 
SIDLEDES FÖRFLYTTNING

4-PUNKTS f iX - LÅS
NB 100, 150, 200

4-PUNKTS BULTNING
NB 300

7 MM SPALTBREDD,  
HJUL -  OCH KLACKSÄKER

BELASTNINGSKLASS 
D400 EN 1433
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COMBee

COMBEE design grate
Nominal width 100,  cl. B125 and cl. C250 per EN 1433

Item no. Product Locking system L/W/H in mm SW in mm

17010401 COMBee design grate NW100, cl. B 4-point fiX lock 500 / 122 / 20 ø 7

17010402 COMBee design grate NW100, cl. C 4-point fiX lock 500 / 122 / 20 ø 7
Delivery time on request
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Sustainable innovation.

This eye-catching honeycomb design will raise the style level  
of any setting.  As part of the BG-BLACKLABEL line – synonymous 
with technological excellence – the COMBee is UV-resistant  
and extremely durable.

Inspired by the 
glory of nature.
COMBEE

Sometimes the small things are the most important … 
In design, greatness lies in the detail. This has to do with 
my inspiration to give this grate a honeycomb pattern. «

For FILCOTEN® channel systems made of PA6 polyamide. 
This semi-crystalline thermoplastic is very stable, has good 
damping and wear characteristics and is highly resistant to 
many oils, greases and fuels.

UV-resistant and 
extremely durable

For FILCOTEN® 
drainage systems

4-point fiX lock  
NW 100

Load class  
C250 per EN 1433

Steffen Bernauer  |  BG-Graspointner

»

Anti-slip profile 
(heel-proof)

Length-wise 
anti-shifting anchor

COMbee
INSPIRERAT AV NATUREN

Sustainable innovation.

This eye-catching honeycomb design will raise the style level  
of any setting.  As part of the BG-BLACKLABEL line – synonymous 
with technological excellence – the COMBee is UV-resistant  
and extremely durable.

Inspired by the 
glory of nature.
COMBEE

Sometimes the small things are the most important … 
In design, greatness lies in the detail. This has to do with 
my inspiration to give this grate a honeycomb pattern. «

For FILCOTEN® channel systems made of PA6 polyamide. 
This semi-crystalline thermoplastic is very stable, has good 
damping and wear characteristics and is highly resistant to 
many oils, greases and fuels.

UV-resistant and 
extremely durable

For FILCOTEN® 
drainage systems

4-point fiX lock
NW 100

Load class  
C250 per EN 1433

Steffen Bernauer  |  BG-Graspointner

»

Anti-slip profile 
(heel-proof)

Length-wise 
anti-shifting anchor

Det iögonfallande ”honeycomb-mönstret” höjer designuttrycket.

Som en del av vårt designsortiment – är denna synonym med förstklassig teknologi.  

COMbee är tillverkad av UV beständig komposit och extremt hållfast.

BELASTNINGSKLASS 
C250 EN 1433

TAPPAR SOM HINDRAR 
SIDLEDES FÖRFLYTTNING

4-PUNKTS f iX - LÅS
NB 100

HALKSÄKER 
HJUL -  OCH KLACKSÄKER

FOR F I LCOTEN® 
DRÄNERINGSSYSTEM

UV-BESTÄNDIG OCH 
EXTREMT HÅLLFAST
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PIAZZA

PIAZZA design ductile cast iron grate
Nominal width 100,  cl. D400 per EN 1433

Item no. Product Locking system L/W/H in mm SW in mm

PIAZZA design ductile cast iron grate NW100 4-point bolting 500 / 122 / 20 15

Delivery time on request
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Sustainable innovation.

Restraint is often characteristic of good design – as seen with this at-
tractive massive slotted grate. Its robust presence fits handsomely and 
elegantly into the environment, and is of course extremely efficient.

This massive, nearly closed slotted grate makes a bold impression  
as a design element, highlighting its top-quality production material.

Made of EN GJS 500-7 ductile cast iron, it is durable, stable, extremely 
efficient and suitable for all FILCOTEN® drainage systems.

Elegance all 
down the line. 
PIAZZA

4-point bolting

Load class  
D400 per EN 1433

For FILCOTEN® 
drainage systems

Massive grate made of EN 
GJS 500-7 ductile cast iron

Piazza

Med sitt robusta intryck ger den ett djärvt och kraftfullt intryck, som står för sig själv i det  

offentliga rummet. Gallret håller högsta kvalitet, är hållfast och stabilt och är tillverkat av 

segjärn. Passar alla Ulefos Filcoten system.

ELEGANT OCH MASSIV

Sustainable innovation.

Restraint is often characteristic of good design – as seen with this at-
tractive massive slotted grate. Its robust presence fits handsomely and 
elegantly into the environment, and is of course extremely efficient.

This massive, nearly closed slotted grate makes a bold impression  
as a design element, highlighting its top-quality production material.

Made of EN GJS 500-7 ductile cast iron, it is durable, stable, extremely 
efficient and suitable for all FILCOTEN® drainage systems.

Elegance all 
down the line. 
PIAZZA

4-point bolting

Load class  
D400 per EN 1433

For FILCOTEN® 
drainage systems

Massive grate made of EN 
GJS 500-7 ductile cast iron

4-PUNKTS BULTNING

FÖR F I LCOTEN® 
DRÄNERINGSSYSTEM

BELASTNINGSKLASS  
D400 EN 1433

MASSIVT GALLER AV SEGJÄRN 
EN GJS 500-7
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Slot top 2S, Heelproof

SLOT TOP 2S, HEELPROOF
Nominal width 100 / 150,  cl. C250 per EN 1433

Item no. Product Material L/W/H in mm SW in mm

17111204 Slot top 2S, Heelproof NW100 galvanised 1000 / 123 / 133, SH110 2 x 6

17111205 Slot top 2S, Heelproof NW100 galvanised 500 / 123 / 133, SH110 2 x 6

17111304 Slot top 2S, Heelproof NW100 stainless steel 1.4301 1000 / 123 / 133, SH110 2 x 6

17111305 Slot top 2S, Heelproof NW100 stainless steel 1.4301 500 / 123 / 133, SH110 2 x 6

17116204 Slot top 2S, Heelproof NW150 galvanised 1000 / 180 / 133, SH110 2 x 6

17116205 Slot top 2S, Heelproof NW150 galvanised 500 / 180 / 133, SH110 2 x 6

17116304 Slot top 2S, Heelproof NW150 *) stainless steel 1.4301 1000 / 180 / 133, SH110 2 x 6

17116305 Slot top 2S, Heelproof NW150 *) stainless steel 1.4301 500 / 180 / 133, SH110 2 x 6

*) Delivery time on request

Slot top, 2S, Klacksäker
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Sustainable innovation.

High-quality meets subtle design. The slot top solutions made of
stainless or galvanized steel have a lasting impression. Performance
matches looks in this elegant, robust grating.

The high-quality slot top offers technical refinement, with a heel-proof
dual-slot design and delivers excellent drainage performance.

Because good design 
is unobtrusive.
SLOT TOP 
2S H E E LPRO OF

Slot width: 
2 x 6 mm

Corrosion resistant 
and durable

For FILCOTEN® 
drainage systems

Available Nominal 
width: 100 and 150 

Galvanised or stainless 
steel 1.4301

Load class C250

Heel-proof and wheel-
chair-compatible

Slot top
NÄR GOD DESIGN SKALL VARA DISKRET

Sustainable innovation.

High-quality meets subtle design. The slot top solutions made of
stainless or galvanized steel have a lasting impression. Performance
matches looks in this elegant, robust grating.

The high-quality slot top offers technical refinement, with a heel-proof
dual-slot design and delivers excellent drainage performance.

Because good design 
is unobtrusive.
SLOT TOP 
2S H E E LPRO OF

Slot width: 
2 x 6 mm

Corrosion resistant 
and durable

For FILCOTEN® 
drainage systems

Available Nominal 
width: 100 and 150 

Galvanised or stainless 
steel 1.4301

Load class C250

Heel-proof and wheel-
chair-compatible

Hög kvalitet möter diskret design. Slot top – lösningar är tillverkade av rostfritt och 

galvaniserat stål som ger ett bestående intryck. Slot top är av hög  

kvalitet med tekniska finesser och är klacksäker med  

ypperlig dräneringsförmåga. FÖR F ILCOTEN® 
DRÄNERINGSSYSTEM

HJUL -  OCH KLACKSÄKER

FÅS MED BREDD  
NB100 OCH NB150

SPALTBREDD:
2 X 6 MM

BELASTNINGSKLASS  
C250

GALVANISERAT ELLER  
ROSTFRITT STÅL 1.4301

KORROSIONSBESTÄNDIG
OCH HÅLLBAR
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B G -
L I N
E A R

CORTEN STEEL RALLEY

CORTEN STEEL DIAMOND

 CORTEN STEEL LINEAR
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Sustainable innovation.

B G -
L I N
E A R

What materials actually look better over the course of time?  
CORTEN STEEL definitely does, which is a special kind of steel that 
develops an attractive orange-red protective layer (“patina”) when 
exposed to weather, giving it a very striking look. Positive side effect: 
The patina protects the steel from rust perforation.

Gets more and more  
beautiful with age.
CORTEN STEEL

Materials can be dynamic and flexible – corten 
steel with its natural patina is a prime example. «

Marcus Renn  |  BG-Graspointner

Exquisite-looking stainless weathering 
steel, affording rust protection

Weatherproof structural 
steel per EN 10027-1: S 355J2W

Load class  
up to D400

Available in all designs 
and nominal widths

Patina fully formed  
in 1,5 – 3 years

Laser-precision cutting of  
your individual design.
And there are basically no limits on your creativity with this distinc-
tive material in terms of shape and form. Tell us the individual design 
you envision, and we will laser-cut your grate with precision. Such 
grates are as unique as their designer.

»Corten stål

Finns det något material som bara blir vackrare över tid?

Corten stål gör faktiskt det! En helt speciell typ av stål som över  

tid utvecklar ett vackert rostrött skyddslager/patina när det utsätts för väder och vind.

 

BL IR VACKRARE ÖVER T ID

BELASTNINGSKLASS 
D400

VÄDERBESTÄNDIGT STÅL
EN 10027-1:  S 355J2W

FÄRDIG PATINERAT EFTER  
1,5– 3 ÅR

TRE DESIGNVARIANTER  
ELLER EGEN DESIGN

CORTEN STÅL
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Your design sketch?

Projektanpassat

Med Ulefos designgaller har du möjlighet att skräddarsy efter dina önskemål.

Skapa din egen design och låt oss ta hand om tillverkningen.

DESIGNA DITT EGET KONCEPT

1

4

2

5

3DESIGNFAS

FEEDBACK

PLANERING OCH 
RÅDGIVNING

PRODUKTION

LÖSNING
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100 % 
GJENVINNBAR

1) Quality class UA – certified by the Salzburg Construction Experimentation & Research Institute   
2) Fulfils the strict criteria outlined by the Rosenheim Institute for Construction Biology (IBR)  3) No synthetic resins used

3)

P L A N E R I N G Ä R V I K T I G T  F Ö R E T T 

O P T I M A LT  D R Ä N E R I N G SSYST E M

Ulefos Filcoten HPC är en högprestanda betong som kombinerar tekniska egenskaper med god
hållfasthet. Den optimerade, kompakta tätheten i HPC (High Performance Concrete) gör det  
möjligt att tillverka väsentligt lättare avvattningsrännor som har samma stabilitet och belastnings-
klass som konventionella betongsystem.

Mindre mängd råvaror, 100% återvinningsbara1) produkter och certifierat  
förorereningsfria2) vilket gör Ulefos Filcoten ytterst miljövänlig.

3)

100% 
ÅTERVINNINGSBAR
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FILCOTEN® PRO

U L E F O S D E S I G N GA L L E R  PASS A R T I L L

FILCOTEN® PRO MINIFILCOTEN® TEC

Designgaller passar till Ulefos Filcoten® TEC, PRO Mini och PRO. 
Uppfyller kraven för belastningsklasser mellan C250 och E600*

.

* Ytvattenränna och galler tillsammans bestämmer den slutliga belastningsklassen.



Ulefos AB
Gjutarevägen 7, 443 61 Stenkullen

Telefon 0302-229 20

info@ulefos.se

ulefos.se

VA / Gatugods / Linjeavvattning


